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Product Information

GP-1027 AMINE FUNCTIONAL SILICONE FLUID

Genesee Polymers' GP-1027 AMINE FUNCTIONAL SILILCONE FLUID is a stable, clear silicone
fluid that has numerous applications, especially as a curable mold release agent. GP-1027 AMINE
FUNCTIONAL SILILCONE FLUID possesses both amine and alkoxy functionality, allowing this polymer
to quickly cure through exposure to moisture in the air without the help of a catalyst. GP-1027 AMINE
FUNCTIONAL SILILCONE FLUID has a branched structure to provide a firm cured coating with high
water repellancy. GP-1027 AMINE FUNCTIONAL SILILCONE FLUID finds use in stable resins,
polyurethane mold release, textile waterproofing, and for treating wood and concrete to maximize oil
and water repellancy.

GP-1027 AMINE FUNCTIONAL SILILCONE FLUID is designed to provide exceptional stability
both in its concentrate form and when diluted with a wide variety of nonpolar solvents. GP-1027 AMINE
FUNCTIONAL SILILCONE FLUID can be diluted with alkanes, aromatic solvents, and higher alcohols

(ethanol, propanol, butanol, etc).

TYPICAL PROPERTIES
Clear to Slightly Hazy, Colorless to Light

Appearance Straw Liquid
Weight/Gallon 8.2 Ibs
% Silicone 100%
Flash Point (P.M.C.C.) >300°F
Specific Gravity 0.98
Amine Number 24*
Molecular Weight 1150 g/mol
Viscosity 340cP

* milliliters of 0.1N HCI needed to neutralize 10 gms of product
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APPLICATIONS

Release Agent for Plastic and Metal Molds
Polyurethane Release

Textile Finish (reduced friction for thread
and high water/oil repellancy)

Waterproofing for Outdoor Applications

SPECIAL FEATURES

High Thermal Stability

Excellent Adhesion to Metal, Wood, and
Concrete

Multiple Releases Per Application

High Abrasion Resistance

PROCESSING AND SAFETY GUIDELINES

Genesee Polymers' GP-1027 AMINE FUNCTIONAL SILILCONE FLUID is an alkaline material
because of its amine content. Care should be exercised in handling to prevent contact with skin or
eyes. Wear safety glasses with side shields and rubber gloves when handling. When used in spray

applications, avoid breathing vapors. Consult Safety Data Sheet for additional details.

PACKAGING/HANDLING/STORAGE

GP-1027 AMINE FUNCTIONAL SILILCONE FLUID is supplied in 5-gallon (18.5 kg.) pails, 55-
gallon (204 kg.) drums and 330-gallon (1221 kg.) totes.
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This information is based on tests believed to be reliable. It is given only for your information and no warranty, express or
implied, is made as we cannot guarantee the test conditions not under our direct control. This data is not intended as
authorization or recommendation to practice a patented invention without knowledge or permission of the patent owner.
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